
FITTING INSTRUCTIONS
Casting Plaster Tiles

UNLOADING & MANUAL HANDLING
Unpack all of the panels and check that there are no breakages or damage.

STORING
The Product should be stored in a closed and dry space, in temperatures between 
5°-25° degrees Celsius. Tiles should be unpacked and laid on an even surface 48h 
before creating fitting.

PREPARATION
The wall should be straight, solid, consistent and clear from loose elements, 
preferably sealed with PVA.

FITTING

Check the tiles and scrape gypsum excess from the edge of the tiles with drywall 
rasp.

If your floor is not straight or you are starting the fitting at a different level (f.g. top 
half of the wall), mark a fitting starting point. Screw a wooden batten which will 
mark the place for the bottom edge of the panel. Fitting should start from the 
bottom corner and the second next panel should be fitted on one side of the first 
panel, line by line, one below the other.

Apply adhesive evenly on the panel (cover 80-100% of the tile surface) than stick 
panel to the wall.

Do not leave any excess adhesive on the surface of the panel as it must be 
immediately wiped away with a wet sponge.

CUTTING

Put it on a soft surface (blanket, foam pad) upside down.

Mark the cutting line.

Cut the panel using a handsaw.

PROTECTION
Panels do not required any additional protection but can be painted with any 
water based paints after fitting. Prior to starting any painting work, panels must 
be completely dry. Before applying a finish coat of paint, prime panels with mist 
coat (50/50 paint and water mix), using a small paint roller, soft paint brush or 
compressor spray.

MAINTENANCE
Sweep with dry cloth or vacuum the panels regularly to remove all dust. General 
household cleaners may be too aggressive and are likely to damage the sealants 
and finishes applied.



RECOMENDED ACCESSORIES

Appropriate PPE must be worn (glows, boots, googles, hat), necessary tools: pencil, 
measuring tape, bucket, spirit level, hand saw, 5-10 mm notched floating trowel, an 
adhesive spreader, spatula. Plaster cove adhesive (Fibrefix recommended), acrylic 
calk, silicon gun, PVA bond, emulsion paint and water.

DISPOSAL
Dispose of in compliance with all local and national regulations. Waste of plaster 
products are normally classified as non-hazardous, but should not be co-disposed 
with municipal waste.

DISCLIMER
We reserve the right to amend the details contained within this document without 
prior notice. Material can have minor manufacturing characteristics present such 
as colour fluctuation and minor surface particle or imperfections. These are 
normal visual elements for this type of product and if present are not grounds 
for complaint and are not aspects covered by the product warranty. Final results 
largely depends on the tiler skills and his experience with art tiles fitting.


